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1 Introduction 

1.1 Purpose of the Report 

Pell Frischmann Consultants Limited (PF) has been commissioned by ERG UK Holding Limited (the Applicant) 

to undertake a Transport Assessment (TA) for the proposed three turbine extension and battery energy storage 

system (BESS) to the consented Creag Riabhach Wind Farm (CRWF) located to the north of Lairg, Sutherland 

(the proposed development ). The site is located within The Highland Council (THC) administrative area. 

No liability is accepted for the use of all or part of this report by third parties. This report is © Copyright of Pell 

Frischmann 2023 and prepared for ERG UK Holding Limited.  

The report identifies the key transport and access issues associated with the proposed development , including 

the route for abnormal loads. The TA identifies where the proposed development  may require mitigation works 

to accommodate the predicted traffic; however, the detailed design of these remedial works is beyond the 

agreed scope of this report. 

1.2 Report Structure 

➢ Chapter 2 describes the proposed development; 

➢ Chapter 3 reviews the relevant transport and planning policies; 

➢ Chapter 4 sets out the methodology used within this assessment; 

➢ Chapter 5 describes the baseline transport conditions; 

➢ Chapter 6 describes the trip generation and distribution of traffic in the Study Area; 

➢ Chapter 7 summarises the traffic impact assessment; 

➢ Chapter 8 considers mitigation proposals for development related traffic within the study network; and  

➢ Chapter 9 summarises the findings of the TA and outlines the key conclusions. 
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2 Proposed Development  

2.1 Site Location 

The proposed development  site is located on land in the ownership of the Altnaharra Estate, immediately 

adjacent to and partly within the extents of the existing CRWF. CRWF lies approximately 6.5 kilometres (km) 

south of the settlement of Altnaharra on the A836 and approximately 33.5km north of the village of Lairg. The 

location of the site is shown in Figure 1. 

Figure 1 Site Location 

 
© Crown copyright and/or database right 2023 OS. 
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2.2 Proposed Development  

The proposed development will comprise an extension to the existing CRWF with an additional three turbines 

and associate infrastructure. In addition, it is proposed to construct a BESS, which will function with the existing 

CRWF and the extension. The proposed location for the BESS is in the area of the temporary construction 

compound used for CRWF. This location was chosen by the Applicant after careful consideration based upon 

the concept of trying to focus the site infrastructure around the substation location.  

In summary, the proposed development  will comprise: 

➢ 3 wind turbines, each up to a maximum tip height of 149.9 metre (m) (including transformers); 

➢ foundations supporting each wind turbine; 

➢ associated crane hardstanding at each turbine location; 

➢ a network of on-site access tracks and associated watercourse crossings; 

➢ a network of underground cables to connect the turbines to the existing on-site substation; 

➢ temporary construction compound(s), laydown area(s) and car park; and 

➢ BESS and associated infrastructure. 

A complete description of the proposed development  for the purposes of the Environmental Impact 

Assessment (EIA) regulations is provided in EIA Report Volume 2: Chapter 3. 

2.3 Candidate Turbines 

The candidate turbine for the purposes of producing this TA is the same as that already used at the existing 

wind farm site, namely the Enercon E115 (4.2MW capacity) with a rotor diameter of 115m.  

The swept path assessments provided in the previous Route Survey Report (RSR) and subsequent mitigation 

measures undertaken on the delivery route are therefore still valid. Examples of the transport vehicles used for 

deliveries are provided in Figures 2 and 3. 

Figure 2 Super Wing Trailer 
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Figure 3 Tower Trailer 
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3 Policy Context 

3.1 Introduction 

An overview of relevant transport planning policies has been undertaken and is summarised below for national 

and local government policies. 

3.2 National Policy and Guidance 

3.2.1 National Planning Framework (NPF4)  

The National Planning Framework (NPF) is a long-term plan for Scotland that sets out where development and 

infrastructure is needed in the country. NPF4 sets out the Government’s plan looking forward to 2045 that will 

guide spatial development, set out national planning policies, designate national developments and highlight 

regional spatial priorities. It is part of the development plan, and so influences planning decisions across 

Scotland. 

NPF4 puts the climate and nature crises at the heart of the Scottish planning system and is currently due to be 

adopted on 13 February 2023. 

3.2.2 Planning Advice Note (PAN) 75 

Planning Advice Note (PAN) 75: Planning for Transport provides advice on the requirements for Transport 

Assessments. The document notes that: 

“… transport assessment to be produced for significant travel generating developments. Transport Assessment 

is a tool that enables delivery of policy aiming to integrate transport and land use planning.” 

“All planning applications that involve the generation of person trips should provide information which covers 

the transport implications of the development. The level of detail will be proportionate to the complexity and 

scale of the impact of the proposal...For smaller developments the information on transport implications will 

enable local authorities to monitor potential cumulative impact and for larger developments it will form part of a 

scoping exercise for a full transport assessment. Development applications will therefore be assessed by 

relevant parties at levels of detail corresponding to their potential impact.” 

3.2.3 Transport Assessment Guidance (2012) 

Transport Scotland’s (TS) Transport Assessment Guidance was published in 2012. It aims to assist in the 

preparation of Transport Assessments (TA) for development proposals in Scotland such that the likely transport 

impacts can be identified and dealt with as early as possible in the planning process. The document sets out 

requirements according to the scale of development being proposed. 

The document notes that a TA will be required where a development is likely to have significant transport 

impacts but that the specific scope and contents of a TA will vary for developments, depending on location, 

scale and type of development. 

3.3 Local Policy and Guidance 

3.3.1 Highland-wide Local Development Plan (2012) 

The Highland-wide Local Development Plan (LDP) was adopted by The Highland Council (THC) in April 2012 

and is the established planning policy for the Highlands. It sets out a settlement strategy and spatial framework 

for how the Council foresees development occurring in the forthcoming twenty-year period. 

The LDP does not contain any specific transport policy guidance for the proposed development . However, 

Policy 56 is relevant with regards general transport policy. The relevant transport elements from this policy are: 
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“Development proposals that involve travel generation must include sufficient information with the application to 

enable the Council to consider any likely on- and off- site transport implications of the development and should: 

➢ incorporate appropriate mitigation on site and/or off site, provided through developer contributions where 

necessary, which might include improvements and enhancements to the walking/cycling network and 

public transport services, road improvements and new roads; and 

➢ incorporate an appropriate level of parking provision, having regard to the travel modes and services which 

will be available and key travel desire lines and to the maximum parking standards laid out in Scottish 

Planning Policy or those set by the Council. 

When development proposals are under consideration, the Council’s Local Development Strategy will be 

treated as a material consideration. 

The Council will seek the implementation and monitoring of Green Travel Plans in support of significant travel 

generating developments.” 

3.3.2 Guidance on the Preparation of Transport Assessments (2014) 

THC has prepared guidance on how TAs should be prepared for development sites within The Highlands. The 

guidance was published by THC in November 2014. 

This TA has noted the guidelines and has provided the required assessment. 

3.4 Policy and Guidance Summary 

The proposed development  can align with the stated policy objectives and the design of the site and proposed 

mitigation measures will ensure compliance with national and local objectives. 
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4 Study Methodology 

4.1 Introduction 

There are three phases of the proposed development . All three phases have been considered in this 

assessment and are as follows: 

➢ the Construction Phase; 

➢ the Operational Phase; and 

➢ the Decommissioning Phase. 

4.2 Project Phases – Transport Overview 

Of the three phases, the construction phase is considered to have the greatest impact in terms of transport and 

potential impacts on the road network and sensitive receptors. Construction plant, bulk materials and wind 

turbine components will be transported to site, potentially resulting in a significant increase in traffic on the 

study network. 

The decommissioning phase involves fewer trips on the road network than the construction phase, as minor 

elements of infrastructure are likely to be left in place, adding to local infrastructure that can potentially be used 

for further agricultural or leisure uses in the future. 

The operational phase is restricted to occasional maintenance operations which generate significantly lower 

volumes of traffic that are not considered to be in excess of daily traffic variation levels on the road network. 

It should be noted however the construction effects are short lived and transitory in nature. 

4.3 Scoping Discussions 

The Applicant submitted a request for scoping opinion to the Scottish Ministers in respect of the EIA which 

included a section considering traffic and transport. A full review of that scoping opinion and other 

correspondence relating to the scope of the study including pre-application advice is provided in the Transport 

and Access Chapter of the EIA Report (Volume 2: Chapter 10). 
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5 Baseline Conditions 

5.1 Access Arrangement 

Access to the proposed development  site would be taken directly from the A836 via the existing CRWF site 

access junction located south of Vagastie Bridge. The access junction is surfaced and constructed to adoptable 

standards. All vehicles will access and egress the site through this access, there are no proposals for any 

additional construction access junctions on the public road network.  

5.2 Study Determination 

The Study Area has been based on those roads that are expected to experience increased traffic flows 

associated with the construction of the proposed development . The geographic scope was determined through 

a review of the previous assessment works undertaken for the existing CRWF, Ordnance Survey (OS) plans 

and an assessment of the potential origin locations of construction staff and supply locations for construction 

materials. 

Access for construction materials would be predominantly from the south via the A9, A836 and A839. On the 

A836, north of Lairg, the section between the Dalnessie Estate entrance and the existing forestry access just 

south of the Crask Bridge through Dalchork Forest will be used for all Abnormal Indivisible Loads (AIL) and 

Heavy Goods Vehicles (HGVs) traffic in accordance with the route used for CRWF.  

Access from the south via the B9176 Struie Road is not considered suitable for bulk materials deliveries due to 

the twisting nature of the road and the natural constraints at the Allt Fearn Burn bridge, Strathrory River bridge 

and bends and at the River Avereon bridge. Bulk construction traffic would be prohibited from this route via the 

Balance of Plant (BoP) contract as the Applicant does not consider the road suitable for articulated HGV 

deliveries, where alternatives routes such as the A9 and A836 exist. 

AILs associated with the wind turbines and cranage only have one route available to access the site and this is 

via the A9, A839 and A836, with loads passing through The Mound, Rogart and Lairg. A full description of the 

route is described in later sections. There will be no abnormal load movements associated with the BESS 

components.   

The Study Area for the assessment has therefore been assumed to be: 

➢ the A9 (between Invergordon and The Mound); 

➢ the A836 (from the Dornoch Bridge to the proposed northern site access junction); and 

➢ the A839 (between the A9 at The Mound and Lairg). 

The Study Area is shown in Figure 4.  
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Figure 4 Transport Assessment Study Area 

 
Contains Google Map data © 2023 Google 

5.3 Pedestrian and Cyclist Networks 

There are no pedestrian facilities in the immediate vicinity of the proposed development , reflecting the rural 

nature of the site. Within the village of Lairg and other local settlements, there are pedestrian facilities by way of 

footways on one or both sides of the carriageway, serving local amenities. The level of pedestrian infrastructure 

is commensurate with the scale of the local settlements and their rural setting.  

A review of THC’s Core Path network (https://highland.maps.arcgis.com/apps/webappviewer/) indicates that 

there are no Core Paths in the immediate vicinity of the proposed development  or the site access junction. The 

closest Core Paths in the vicinity of the construction access routes are located to the south in the vicinity of 

Lairg. A summary of these Core Paths, together with others on the proposed access routes is provided below. 

Note only those paths with the potential to be impacted by construction vehicles have been included, with those 

Core Paths sufficiently set back from the road network not included: 
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➢ Loch Shine Hide (SU16.05) – constructed path, approximately 560m in length; 

➢ Clash Breac, Primary School (SU16.06) – Stone / earth path, approximately 290m in length; 

➢ Gunn’s Wood (SU16.02) – constructed path, approximately 2.2km in length; 

➢ Stattion, Gruids Road (SU16.04) – grass / track path, approximately 920m in length; 

➢ Free Church, Ardichoncherr, Tressady (SU20.05) – Constructed path / grass / track, approximately 3.5km 

in length;  

➢ Free Church, Pitfure (SU20.04) – constructed path / grass, approximately 1.1km in length; 

➢ Rovie (SU20.12) – track, approximately 300m in length; 

➢ Creag a'Bhata Circuit (SU20.09) – track, approximately 3km in length; 

➢ Pittentrail, Rhemusaig Bridge via curling pond (SU20.03) – grass / track, approximately 1.4km in length; 

➢ Culrain, Invershin (SU08.01) – constructed path, approximately 690m in length; 

➢ Balblair Wood, Invershin (SU05.06) – track, approximately 2.8km in length; 

➢ Balblair Forest Walk (Bonar Bridge) (SU05.04) – constructed path, approximately 4.6km in length; 

➢ Dornoch Road, Cherry Grove (SU05.02) – track / grass - approximately 100m in length; 

➢ Kyleside Walk (SU05.03) – constructed path. approximately 300m in length; 

➢ Gearchoille Woods (SU03.07) – constructed path / earth, approximately 870m in length; 

➢ Balblair Community Wood (Edderton) (RC15.01) – track / grass path, approximately 4.2km in length; and 

➢ Edderton Farm Tracks (RC15.06) – constructed path, approximately 580m in length. 

A review of Sustrans’ Map of the National Cycle Network (https://www.sustrans.org.uk/national-cycle-network) 

indicates that the A836 forms part of National Cycle Route 1 (NCR 1). NCR 1 is a long-distance Coasts and 

Castles route and the North Sea Cycle Route and connects Inverness to Tain and Dingwall further north. There 

is no dedicated infrastructure associated with the route in the vicinity of the proposed development .  

5.4 Road Access 

Access to the proposed development  site would be taken directly from the A836 via the existing CRWF site 

access junction located south of Vagastie Bridge. The access junction is surfaced and constructed to adoptable 

standards. The existing access tracks within the site are private. 

The A836 is a district distributor road that provides connections between Tain to the south and Thurso to the 

north, by way of Lairg and Tongue. The road is of a good standard and varies between 6m and 7m in width. 

The A839 connects The Mound and A9 through to Lairg and beyond to Invercassley. The road is generally a 

modern two-lane road with a speed limit of 60 miles per hour (mph), with 30mph restrictions within settlements. 

The A836 and A839 are all maintained and operated by THC.  

The A9 is the main trunk road in the area and connects Polmont to Scrabster. The road is operated on behalf of 

Transport Scotland (TS) by BEAR Scotland. Within the Study Area, the road is subject to a 60mph speed limit 

for the majority of its length. 

The A9 and A836 within the Study Area form part of the North Coast 500 (NC500) tourist route. This 830km 

(516 mile) route is now a popular tourist sightseeing route around the north-west Highlands and Sutherland and 

has been responsible for an increase in traffic visiting the study network. 

A number of the roads within the Study Area form part of the agreed route network used for the extraction of 

timber and are therefore regularly used by HGV traffic. The Agreed Timber Route Map has been developed by 

The Timber Transport Forum who are a partnership of the forestry and timber industries, local government, 

national government agencies, timber hauliers and road and freight associations. One of the key aims of the 

forum is to minimise the impact of timber transport on the public road network, on local communities and the 

environment and a way of achieving this is to categorise the roads leading to forest areas in terms of their 

capacity to sustain the likely level of timber haulage vehicles i.e., HGVs. The routes are categorised into four 

groups, namely; ‘Agreed Routes’, ‘Consultation Routes’, ‘Severely Restricted Routes’ and ‘Excluded Routes’. 
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‘Agreed Routes’ are categorised as routes used for timber haulage without restriction as regulated by the Road 

Traffic Act 1988. A-roads are classified as ‘Agreed Routes’ by default unless covered by one of the other road 

classifications. Those links classed as ‘Consultation Routes’ are categorised as a route which is key to timber 

extraction, but which are not up to ‘Agreed Route’ standard. Consultation with the local authority is required, 

and it may be necessary to agree limits of timing, allowable tonnage etc. before the route can be used. B-roads 

are classified as ‘Consultation Routes’ by default unless covered by one of the other classifications. ‘Severely 

Restricted Routes’ are not normally to be used for timber transport in their present condition. These routes are 

close to being Excluded Routes. Consultation with the local authority is required prior to use. Finally, ‘Excluded 

Routes’ should not be used for timber transport in their present condition. These routes are either formally 

restricted, or are close to being formally restricted, to protect the network from damaging loads. 

5.5 Existing Traffic Conditions 

In order to assess the impact of construction traffic on the Study Area, Annual Average Daily Traffic (AADT) 

flows were obtained from the UK Department for Transport (DfT) traffic database. Available 2019 flow 

information was obtained for all locations, as these flows would be unaffected by Covid-related travel 

restrictions. The traffic counts sites used were as follows: 

1. A836 to the south of Crask Inn; 

2. A836 within the centre of the village of Lairg; 

3. A839 to the west of Rogart;  

4. A836 to the west of Bonar Bridge; 

5. A836 within the village of Ardgay; 

6. A9 to the south of The Mound; and 

7. A9 at Glenmorangie. 

These sites were identified as being areas where sensitive receptors on the access route would be located. A 

full receptor sensitivity and effect review is prepared in the Transport and Access Chapter of the EIA Report 

(Volume 2: Chapter 10). 

To provide an assessment of flows on the A839 in Lairg, data from the count site at Pittentrail was used. 

The traffic counters allowed the traffic flows to be split into vehicle classes and the data have been summarised 
into cars/ light goods vehicles (LGVs) and HGVs (all goods vehicles >3.5 tonnes gross maximum weight). 

The locations of the count sites are shown in Figure 5. 
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Figure 5 Traffic Count Locations 

 
Contains Google Map data © 2023 Google 

Effects associated with construction traffic generated by the proposed development  would be most 

pronounced in close proximity to the site access junction and on the final approaches to the site. As vehicles 

travel away from the proposed development , they would disperse across the wider road network, thus diluting 

any potential effects. It is therefore expected that the effects relating to construction traffic are unlikely to be 

significant beyond the Study Area identified above. 

Table 1 summarises the AADT traffic data collected and used in the assessment. 

Table 1 24-hour Average Traffic Data (2019)   

Survey Location Cars / LGV HGV Total % HGVs 

A836 Site Access (30936)  289   29   318  9.12% 

A836 Lairg (40936)  1,825   140   1,965  7.12% 

A839 Lairg (20935)*  830   27   857  3.15% 

A839 Rogart (20935)  830   27   857  3.15% 

A836 Bonar Bridge (50937)  1,683   106   1,789  5.93% 

A836 Ardgay (80005)  1,472   123   1,595  7.71% 

A9 south of The Mound (30722)  3,988   310   4,298  7.21% 

A9 at Glenmorangie (8001)  7,383   494   7,877  6.27% 

*Assumed Count Point based on traffic flow from DfT Count Point 20935 
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5.6 Accident Review 

Personal Injury Accident (PIA) data for the five-year period covering 2017 to 2021 was obtained from the online 

resource crashmap.co.uk which uses data collected by the police about road traffic crashes occurring on British 

roads, where someone is injured.  

TA Guidance requires an analysis of the PIA on the road network in the vicinity of any development to be 

undertaken for at least the most recent 3-year period, or preferably a 5-year period, particularly if the site has 

been identified as being within a high accident area. 

The statistics are categorised into three categories, namely “Slight”, “Serious” and “Fatal” for accidents that 

result in a death. The review included the A836 and A839 from the A9 towards the proposed development site.  

Table 2 provides a summary of the recorded accidents at the aforementioned locations, while the locations of 

the accidents can be seen in Figure 6.  

Table 2 Recorded PIAs   

Location Severity 

Slight Serious Fatal 

A836 between the Site Access and Lairg - - 1 

A836 between Lairg and the A9  5 1 2 

A839 between Lairg 1 2 - 

Total 6 3 3 
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Figure 6 Personal Injury Accident Locations 

 

Looking at each location in detail, a more comprehensive review of each accident has been provided, to 

determine any trends in the accident types, for example types of vehicles, vulnerable road users, age of 

casualties etc. Table 3 provides a summary of each PIA recorded.



Creag Riabhach Wind Farm Extension 

Transport AssessmentTransport Assessment 

 

 

  Page 15 

Table 3 PIA Data Summary   

Location OS Grid Ref. Date/Time Severity Type Conditions Summary Probable 
Cause  

A836 between 
the Site Access 
and Lairg 

257284 
907329 

4/7/2019 

12:09 

Fatal Car and 
motorcycle 

Fine with high winds, road 

surface dry 

Daylight 

Vehicle 1 (motorcycle) travelling normally on carriageway, on 

right hand bend, collided with vehicle 2 (car) on left hand bend 

Casualty – fatality, vehicle 1 (36-45) 

Driver 

error 

A836 between 
Lairg and the A9 

260274 

891048 

23/6/2017 

18:20 

Slight Car and other 

un-specified 

vehicle 

Fine with high winds, road 

surface dry 

Daylight 

Vehicle 1 (un-specified vehicle) was struck from behind by 

vehicle 2 while travelling along the carriageway 

Casualty – 1x slight (36-45) 

Driver 

error 

257754 

896505 

19/11/2020 

18:35 

Slight Car x1 Fine with high winds, road 

surface wet 

Darkness 

Limited data available, vehicle in the act of turning right at 

junction with A837 struck object 

Casualty – 2x slight (36-45 and 56-65) 

Driver 

error 

267305 

887610 

7/1/2020 

15:30 

Slight Car and van Raining with high winds, 

road surface wet 

Daylight 

Vehicles travelling on carriageway (not on bend) collided 

Casualty – slight, vehicle 2 (car) (66-75) 

Driver 

error 

269372 

886486 

10/7/2019 

16:52 

Slight Car x1 Raining with high winds, 

road surface wet 

Daylight 

Vehicle travelling on carriageway on left hand bend, left 

carriageway and struck wall/fence 

Casualty – 1x slight (21-25) 

Driver 

error 

271487 

884429 

5/10/2020 

19:50 

Slight Car x1 Raining with high winds, 

road surface wet 

Darkness 

Vehicle travelling on carriageway on right hand bend, left 

carriageway and struck wall/fence 

Casualty – 1x slight (21-25) 

Driver 

error 

271455 

884427 

24/11/2019 

22:55 

Serious Car x1 Fog or mist, road surface 

wet 

Darkness 

Vehicle travelling on carriageway on left hand bend, left 

carriageway and struck wall/fence 

Casualty – 2x serious (16-20) 

Driver 

error 

269894 

885557 

6/5/2020 

15:04 

Fatal Motorcycle x1 Fine without high winds, 

road surface dry 

Daylight  

Limited data available, vehicle in the act of negotiating left hand 

bend, resulted in accident  

Casualty – fatality (56-65) 

Driver 

error 

260143 

890850 

23/12/2019 

16:40 

Fatal Car x1 and 

pedestrian 

Fine without high winds, 

road surface wet 

Darkness 

Vehicle travelling along carriageway struck pedestrian crossing 

carriageway on drivers off-side 

Casualty – fatality (66-75) 

Driver/ 

pedestrian 

error 

A839 between 
Lairg 

 

 

 

 

 

266487 

904148 

1/9/2019 

17:30 

Slight Car x1 Raining with high winds, 

road surface flooded 

Darkness 

Limited data available, vehicle travelling along carriageway in 

vicinity of junction struck object  

Casualty – slight (16-20) 

Driver 

error 

267511 

904203 

7/10/2021 

12:40 

Serious Car x2 Fine without high winds, 

road surface dry 

Daylight 

Vehicles travelling on carriageway (not on bend) collided 

Casualty – serious (66-75 and 46-55) 

Driver 

error 

275153 

900889 

11/12/2020 

17:59 

Serious Car x1 Raining without high winds, 

road surface wet 

Darkness 

Limited data available, vehicle travelling along carriageway on 

right hand bend struck object  

Casualty – serious (26-35) 

Driver 

error 
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A summary analysis of the incidents indicates that: 

➢ 12 PIAs were recorded within the Study Area within the last five-year period.  

➢ Of those 12 PIAs, 6 were “Slight” (50%), 3 were “Serious” (25%) and 3 were “Fatal” (25%).  

➢ Of the 3 fatal PIAs recorded, only one involved a vulnerable road user (pedestrian between Ardgay and 

Bonar Bridge), the other two both involved motorcycles, the first to the south of the site on the A836 was 

the result of a head on collision on a bend, while the other located on the A836 at Ardmore occurred on a 

bend on the carriageway.  

➢ No accidents were recorded on the A836 in the vicinity of the site access junction.  

➢ Motorcycles were involved in 2 accidents, both “Fatal”. One child was injured in a “Slight” accident on the 

A839 in Lairg. 

➢ Young drivers (16-20) were involved in 2 accidents, 1 “Slight” and 1 “Serious”.  

➢ There were no reported accidents involving a bus or a pedal cycle in the Study Area. 

➢ There were no recorded HGV accidents within the Study Area.  

Based on the information available, it has been established that there are no specific road safety issues within 

the immediate vicinity of the proposed development  that currently require to be addressed or would be 

exacerbated by the construction of the proposed development . There are no clusters of PIAs at any location on 

the study network and there are no recorded accidents involving HGVs for example. 

5.7 Future Baseline Traffic Conditions 

5.7.1 2024 Traffic Flows, excluding Committed Development Trips 

Construction of the proposed development  could commence during 2024 if consent is granted and is 

anticipated to take up to 23 months depending on weather conditions and ecological considerations.  

To assess the likely effects during the construction, base year traffic flows were determined by applying a 

National Road Traffic Forecast (NRTF) low growth factor to the surveyed traffic flows. The NRTF low growth 

factor for 2019 to 2024 is 1.033. These factors were applied to the 2019 survey data to estimate the 2024 Base 

traffic flows shown in Table 4. This will be used in the Construction Peak Traffic Impact Assessment. 

Table 4 24-hour Average Traffic Data (2024)   

Survey Location Cars / LGV HGV Total % HGV 

A836 Site Access   299   30   328  9.12% 

A836 Lairg   1,885   145   2,030  7.12% 

A839 Lairg   857   28   885  3.15% 

A839 Rogart   857   28   885  3.15% 

A836 Bonar Bridge   1,739   109   1,848  5.93% 

A836 Ardgay   1,521   127   1,648  7.71% 

A9 south of The Mound   4,120   320   4,440  7.21% 

A9 at Glenmorangie   7,627   510   8,137  6.27% 
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5.8 Committed Developments 

5.8.1 Onshore Wind Farm and Substation Planning Applications 

A review of surrounding wind farm planning applications has been undertaken and the findings of this are 

detailed in Table 5. 

Table 5 Committed Development Schemes   

Reference  Name Distance (Approx.) Number of Wind 
Turbines 

Current Status 

20/05067/FUL Strath Tirry Wind Farm 14.5km 4 Consented 

21/01615/FUL Sallachy Wind Farm 12.5km 9 Consented 

10/05102/S36 Braemore Wind Farm 26.5km 18 Consented / Lapsed 

21/00849/FUL Lairg 2 Wind Farm 27.0km 10 Consented 

Strath Tirry Wind Farm is located to the southeast of the proposed development  and accessed via the A836. 

The development comprises 4 wind turbines and associated infrastructure. Information contained within the EIA 

transport submissions, shows that the same access routes will be used as those identified for the proposed 

development . As such, the information in relation to construction trips within the Strath Tirry Wind Farm 

assessment works have been considered as part of the cumulative assessment within Chapter 9 Transport and 

Access of the EIA.   

Sallachy Wind Farm is located to the southwest of the proposed development , to the west of Loch Shinn and 

accessed via the access road to the Cassley Hydro Power Station, off the A838. The development comprises 9 

wind turbines and associated infrastructure. Information contained within the EIA transport submissions, shows 

that the same access routes will be used as those identified for the proposed development , with the exception 

of the final section of the A836. As such, the information in relation to construction trips within the Sallachy 

Wind Farm assessment works have been considered as part of the cumulative assessment within Chapter 9 

Transport and Access of the EIA.   

Braemore Wind Farm was consented in 2017, however the planning permission lapsed in October 2022, with 

no works commencing. As such, this development has been excluded from the cumulative assessment.   

Lairg 2 Wind Farm was consented in June 2020 and construction activities are expected to commence in 2023 

/ 2024. The site is located to the south of the proposed development , in the vicinity of Lairg and is accessed 

from the A836 to the south. Information contained within the EIA transport submissions, shows that some 

sections of the access routes as those used for the proposed development  will be used. Although it is likely 

that construction on Lairg 2 Wind Farm will commence prior to the proposed development  getting consent, it 

has been included within the cumulative assessment, to ensure that a robust assessment has been undertaken 

within the EIA Chapter. 

It should be noted that any crossover of traffic with the proposed development  flows would be addressed via 

an overarching CTMP, secured by planning condition on the proposed development  consent. 

5.8.2 Other Planning Applications 

A review of local online planning applications has been undertaken on the THC planning applications website to 

determine other committed developments which should be considered within this assessment. The review 

examined consented developments whose trips are considered significant in scale (i.e., has associated traffic 

impact of over 10%).  

The review did not identify any other significant traffic generating developments in the study area that may 

occur during the construction period associated with the proposed development . 

It should be noted that the use of Low NRTF growth assumptions has provided a basis for general local 

development growth within the Study Area. 
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6 Trip Generation and Distribution 

6.1 Construction Phase 

6.1.1 Trip Derivation 

During the 23-month construction period, the following traffic will require access to the site: 

➢ staff transport, in either cars or staff minibuses; 

➢ construction equipment and materials, deliveries of machinery and supplies such as concrete and crushed 

rock; 

➢ components relating to the BESS and associated infrastructure; and 

➢ abnormal loads consisting of the wind turbine sections and a heavy lift crane. 

Average monthly traffic flow data were used to establish the construction trips associated with the proposed 

development , based on the assumptions detailed in the following sections. 

6.1.2 Construction Staff 

Staff would arrive in non-HGV vehicles and where possible will be encouraged to car share. The workforce on 

site will depend on the activities undertaken, but, based on previous wind farm construction site experience for 

a project of this scale which suggests five staff per turbine during the short peak period of construction is likely, 

the maximum number of staff expected on site could be around 15 per day.  

For the purposes of estimating traffic movements, it was assumed that 40% of staff would be transported by 

minibus and 60% would arrive by car (single car occupancy was assumed as the worst case at this stage with 

potentially fewer movements through car sharing). 

Based on these assumptions, staff transport cars and light vehicles would account for a maximum of 10 vehicle 

trips (5 inbound trips and 5 outbound trips) per day during the peak period of construction. 

6.1.3 Abnormal Indivisible Load and Turbine Component Deliveries 

The turbines are broken down into components for transport to the site. The nacelle, blade and tower sections 

are classified as AILs due to their weight, length, width and height when loaded. For the purposes of the report, 

the ‘worst case’ numbers of components requiring transport are illustrated in Table 6. Note, this has been 

based on the previous turbine components used in the existing CRWF.  

Table 6 Turbine Components 

Components Number of Components 
per turbine 

Rotor Blades 3 

Tower Sections 4 

Nacelle 1 

Hub 1 

Drive Train 1 

Nose Cone 1 

Transformer 1 

Ancillary 1 

Site Parts 0.2 

In addition to the turbine deliveries, up to two high-capacity erection cranes would be needed to offload a 

number of components and erect the turbines. The cranes are likely to be mobile cranes with a capacity up to 

1,000 tonnes that are escorted by boom and ballast trucks to allow full mobilisation on site. Smaller erector 
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cranes would also be present to allow the assembly of the main cranes and to ease the overall erection of the 

turbines. 

A total of 64 abnormal load movements are predicted, including cranes and it is expected that up to 3 AIL 

turbine components would be delivered per convoy. Up to 3 escort vehicles will be required with each convoy, 

resulting in an additional 64 movements (32 trips in and 32 trips out). Turbine components that do not classify 

as AILs, would be delivered in addition to these, resulting in a further 10 movements (5 trips in and 5 trips out). 

All of these deliveries are expected to occur over a period of approximately 4 months.  

The escort vehicles have been assumed to be police cars and light goods vehicles. Motorcycles may be 

deployed, depending upon Police resources. 

6.1.4 General Deliveries 

Throughout the construction phase, general deliveries will be made to site via HGV. These would include fuel, 

site office supplies and staff welfare etc. At the height of construction, it is assumed that up to 40 journeys to 

site are made (20 in and 20 out) per month. 

6.1.5 Material Deliveries 

Various materials would need to be delivered to site to form the site-based infrastructure. At the outset, HGV 

deliveries would deliver plant and initial material deliveries to the site, to enable the formation of the site 

compound and to delivery construction machinery. It should however be noted that it is expected that no 

external suppliers will be required for aggregate materials, with all necessary material won from the previous 

works undertaken on the existing CRWF. 

Current proposals are to include on-site batching of concrete, and concrete for turbine and BESS foundations 

will be mixed onsite. For the purpose of this assessment, it is assumed that deliveries of cement powder and 

water being delivered by HGV tankers will be delivered from Inverness. Sand and any other aggregates not 

available onsite would be delivered by tipper HGV and is assumed to originate at quarries located to the east of 

Ardgay. 

Individual deliveries associated with the raw materials required for onsite batching have been estimated and 

result in inbound trips of 14 cement tankers, 203 sand and aggregate tippers, and 81 water tankers. 

Reinforcement required in the foundations across the site are detailed in Table 7 below. 

Table 7 Steel Reinforcement Deliveries 

Element Weight / 
Installation (t) 

Total Weight (t) Lorry Capacity (t) Inbound Trips Total Journeys 

Turbine Foundation 150 450 30 15 30 

BESS Foundation 100 100 30 17 34 

As previously stated, no external suppliers will be required for aggregate material to construct onsite access 

tracks, with all necessary material won from the previous works undertaken on the existing CRWF. The access 

tracks would generally be 5m in width and would be designed to accommodate 13 tonne axle loads.  

The tracks, crane pads and BESS foundation would require geotextile in the foundations. Geotextile would be 

delivered to site in rolls. A total of 80 large rolls could be required at site and would be delivered by HGV, which 

would result in a total of 16 journeys (8 inbound trips and 8 outbound trips). 

Cables would connect each turbine to the internal substation and control building. Trip estimates for the cable 

materials and ducting are provided below in Tables 8 to 10. Three cables are to be provided within each cable 

trench and would be backfilled with cable sand. Geotextiles would be used to shield the trench and ducting 

would be used to protect the cable when it runs under roadways. The cable materials would be likely sourced 

from sites located on the A9 corridor, to the southeast of the site and would be transported on the A839 to the 

site. 



Creag Riabhach Wind Farm Extension 

Transport AssessmentTransport Assessment 

 

 

  Page 20 

 

Table 8 Cable Trip Estimate 

Element Total Cable 
Length (m) 

Length per Drum 
(m) 

Number of Drums Inbound Trips Total Journeys 

Cables 4,227 500 8 1 2 

 

Table 9 Cable Sand Trip Estimate 

Element Volume (m3) Total Weight (t) Lorry Capacity (t) Inbound Trips Total Journeys 

Cable Sand 476 761 20 39 78 

 

Table 10 Ducting Trip Estimate 

Element Total Cable 
Length (m) 

Length per Drum 
(m) 

Number of Drums Inbound Trips Total Journeys 

Ducting 375 5 75 4 8 

There will be no requirement for a substation to be constructed on site. Works in this regard were undertaken 

for the existing CRWF. The BESS and associated infrastructure will however be constructed as part of the 

proposed development . This will require deliveries of building materials, structural elements, and the battery 

storage units. Current estimates indicate that this would result in 252 journeys (126 inbound and 126 

outbound).  

The resulting traffic generation estimates have been plotted onto the indicative construction programme to 

illustrate the peak journeys on the network. Table 11 illustrates the trip generation throughout the construction 

programme. 

The peak of construction occurs in months 10 to 13 and 17 to 19  when there will be a total of 30 journeys per 
day. In months 10 to 13 this will be made up of 10 HGV journeys and 20 car / LGVs, while in months 17 to 19 
this will be made up of 8 HGV journeys and 22 car / LGVs.  
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Table 11 Construction Traffic Profile 

Activity Class Month 

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 

Site Establishment & 
Remediation 

HGV 50 20               20 50 

General Site Deliveries HGV 40 40 40 40 40 40 40 40 40 40 40 40 40 40 40 40 40 40 

Reinforcement Deliveries HGV        15   15        

Concrete Deliveries HGV         119 119 119 119 119      

Cable and Ducting 
Deliveries 

HGV          2 2 2 2 2     

Cabling Sand HGV          16 16 16 16 16     

Geotextile Deliveries HGV     8  8            

BESS Deliveries HGV                  50 

Cranage  HGV              10   10 2 

AIL Deliveries HGV/
AIL 

             20 20 20 20  

AIL Escorts Car & 
LGV 

             16 16 16 16  

Commissioning and 
Demobilisation 

Car & 
LGV 

                40 40 

Staff Car & 
LGV 

220 220 440 440 440 440 440 440 440 440 440 440 440 440 440 440 440 440 

Total HGV  90 60 40 40 48 40 48 55 159 177 192 177 177 87 60 60 90 142 

Total Cars / LGV  220 220 440 440 440 440 440 440 440 440 440 440 440 456 456 456 496 480 

Total Movements  310 280 480 480 488 480 488 495 599 617 632 617 617 543 516 516 586 622 

Total HGV per Day  4 4 2 2 4 2 4 4 8 10 10 10 10 4 4 4 6 8 

Total Cars / LGV per Day  10 10 20 20 20 20 20 20 20 20 20 20 20 22 22 22 24 22 

Total per Day  14 14 22 22 24 22 24 24 28 30 30 30 30 26 26 26 30 30 

Continues over the page.  
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Activity Class Month 

19 20 21 22 23 

Site Establishment & 
Remediation 

HGV 50     

General Site Deliveries HGV 40 40 40 40 40 

Reinforcement 
Deliveries 

HGV      

Concrete Deliveries HGV      

Cable and Ducting 
Deliveries 

HGV      

Cabling Sand HGV      

Geotextile Deliveries HGV      

BESS Deliveries HGV 50 50 50 50  

Cranage  HGV    2  

AIL Deliveries HGV/AIL      

AIL Escorts Car & 
LGV 

     

Commissioning and 
Demobilisation 

Car & 
LGV 

40    50 

Staff Car & 
LGV 

440 440 352 220 220 

Total HGV  140 90 90 92 40 

Total Cars / LGV  480 440 352 220 270 

Total Movements  620 530 442 312 310 

Total HGV per Day  8 6 6 6 2 

Total Cars / LGV per 
Day 

 22 20 16 10 14 

Total per Day  30 26 22 16 16 

Please note variances due to rounding may occur. 
Assumes that 100% of total estimated stone aggregate requirements will be imported to site. 
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6.1.6 Distribution of Construction Trips 

The distribution of proposed development  construction traffic on the network would vary depending on the 

types of loads being transported. The assumptions for the distribution of construction traffic during the peak 

months are as follows: 

➢ all construction traffic enters the site via the existing access junction on the A836; 

➢ deliveries associated with the delivery of concrete batching materials and other materials would be from the 

south via the A836 through Ardgay, Bonar Bridge and Lairg. For the purposes of the assessment, it is 

assumed that all material will be taken from the quarry near Ardchronie. The BoP contractor will confirm 

final quarry and material sourcing with THC in the final CTMP; 

➢ HGV deliveries associated with the BESS installation, cabling and associated materials, etc. will arrive via 

the A9 and A839, passing through Lairg; 

➢ staff working at the site are likely to be based locally. It is assumed that 50% will come from Bonar Bridge 

and 50% from Lairg itself; and 

➢ general site deliveries will be via the A9, A839, passing through Lairg to site. 

Loads relating to the turbine components would be delivered on the route illustrated in Figure 7. The closest 

port to the site is Nigg. The proposed access route from Nigg to site is as follows: 

➢ exit port storage area and turn left on to the B9175 and proceed northbound; 

➢ at the roundabout with the A9 (Nigg Roundabout) undertake contra-flow manoeuvre and proceed 

northbound on the A9;  

➢ at The Mound, loads will turn left onto the A839 and will proceed westbound to Lairg; and 

➢ in Lairg, loads will turn right and proceed north on the A836; 

➢ at the junction for the Dalnessie Estate, loads will turn right, before heading north on existing upgraded 

forestry tracks, before re-joining the A836 just south of the Crask Bridge; and 

➢ the loads would then continue north on the A836 to the existing CRWF site access. 

The above routing is as per the existing CRWF, with all previous off-site mitigation works required to 

accommodate the loads implemented for the proposed development . The off-site mitigation measures are 

included within Appendix E of the previously submitted CTMP (document CRG-504-PMD-PCD-1203837, 15 

April 2020), with those mitigation measures highlighted in drawing CRG_6017_CIV_DIS to 

CRG_6021_CIV_DIS, to be undertaken for the proposed development .   
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Figure 7 AIL Component Delivery Route 

 
Contains Google Map data © 2023 Google 

Following the distribution and assignment of traffic flows to the Study Area network, the resultant daily traffic 

during the peak of construction are summarised in Table 12. 

Table 12 Peak Construction Traffic   

Survey Location Cars / LGV HGV Total %HGV 

A836 Site Access 20 10 30 33.33% 

A836 Lairg 16 6 22 27.70% 

A839 Lairg 6 4 10 40.00% 

A839 Rogart 6 4 10 40.00% 

A836 Bonar Bridge 10 6 16 38.00% 

A836 Ardgay 0 6 6 100.00% 

A9 south of The Mound 0 4 4 100.00% 

A9 at Glenmorangie 0 4 4 100.00% 

Please note that variances may occur due to rounding. 
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6.2 Decommissioning Phase 

Prior to decommissioning of the site, a traffic assessment would be undertaken, and appropriate traffic 

management procedures followed. 

The decommissioning phase would result in fewer trips on the road network than the construction or 

operational phases as it is considered likely that elements of infrastructure such as access tracks would be left 

in place and structures may be broken up on site to allow transport by a reduced number of HGVs. 
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7 Traffic Impact Assessment 

7.1 Construction Impact 

The peak month traffic data was combined with the future year (2024) traffic data to allow a comparison 

between the baseline results to be made. The increase in traffic volumes is illustrated in percentage increases 

for each class of vehicle. This is illustrated in Table 13. 

Table 13 Peak Construction Traffic Network Impact  

Survey Location Cars / LGV HGV Total Cars / LGV 

% Increase 

HGV 

% Increase 

Total 

% Increase 

A836 Site Access  319   40   358  6.70% 33.38% 9.13% 

A836 Lairg  1,901   151   2,052  0.85% 4.24% 1.09% 

A839 Lairg  863   32   895  0.70% 14.34% 1.13% 

A839 Rogart  863   32   895  0.70% 14.34% 1.13% 

A836 Bonar Bridge  1,749   116   1,864  0.58% 5.60% 0.87% 

A836 Ardgay  1,521   133   1,654  0.00% 4.82% 0.37% 

A9 south of The Mound  4,120   324   4,444  0.00% 1.25% 0.09% 

A9 at Glenmorangie  7,627   514   8,141  0.00% 0.78% 0.05% 

Please note that variances may occur due to rounding. 

The total traffic movements are not predicted to increase by more than 10% on all of the study network, with the 

highest being on the A836, with an increase of 9.13%.  

The total HGV traffic movements will increase by 33.38% on the A836. Whilst this increase could be considered 

high, it is generally caused by the relatively low HGV flows on the A836 and will see an additional 10 HGV 

journeys per day (5 inbound and 5 outbound). Over the course of a typical 12-hour day on site, this is not 

considered significant in operational terms.   

THC has requested that those impacts in terms of the structural effects of HGV traffic on the infrastructure 

should also be considered, with a threshold of 10% applied. Using this methodology, the A839 at Lairg and 

Rogart show an increase in HGV traffic of 14.34%. Again, as per the A836, this is a result of the relatively low 

HGV flows on the A839. The addition of construction traffic at this location, specifically in relation to HGV traffic 

would see an additional 4 HGV journeys per day (2 inbound and 2 outbound). Over the course of a typical 12-

hour day on site, this is not considered significant in operational terms.   

It should also be noted the construction phase is transitory in nature and the number of predicted trips are low 

and not considered significant in operation terms, in particular on those roads further away from the site.  

A review of existing theoretical road capacity has been undertaken using the Design Manual for Roads and 

Bridges, Volume 15, Part 5 “The NESA Manual”.  The theoretical road capacity has been estimated for each of 

the road links for a 12-hour period that makes up the Study Area.  The results are summarised in Table 14. 
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Table 14 Theoretical Road Capacity    

Survey Location 2024 Baseline 
Flow 

2024 Base + 
Development 
Flows 

Theoretical Road 
Capacity (12hr) 

Spare Road 
Capacity % 

A836 Site Access  328   358   3,360  89.33% 

A836 Lairg  2,030   2,052   21,600  90.50% 

A839 Lairg  885   895   19,200  95.34% 

A839 Rogart  885   895   21,600  95.86% 

A836 Bonar Bridge  1,848   1,864   19,200  90.29% 

A836 Ardgay  1,648   1,654   19,200  91.39% 

A9 south of The Mound  4,440   4,444   28,800  84.57% 

A9 at Glenmorangie  8,137   8,141   28,800  71.73% 

Please note that variances may occur due to rounding. 

The results indicate there are no road capacity issues with the addition of construction traffic associated with 

the proposed development  and significant spare capacity exists within the trunk and local road network to 

accommodate all construction phase traffic. 
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8 Proposed Traffic Mitigation Measures 

8.1 Construction Phase 

8.1.1 Construction Traffic Management Plan 

It would be proposed to prepare a CTMP for the construction phase of the proposed development , which 

would likely be a condition on any Planning Consent. The CTMP would build on the measures implemented on 

the existing CRWF, with the exact details agreed with THC prior to construction works commencing. 

The CTMP for the existing CRWF prepared by Natural Power (document CRG-504-PMD-PCD-1203837, 15 

April 2020) includes information in relation to the management of construction activities on the wider road 

network for both general construction traffic and AILs. The report was undertaken in consultation with THC and 

confirmation on the suitability of the report to discharge Planning Condition 15 was provided by THC on 16 

June 2022. A summary of the key information included within the existing CTMP is provided below: 

➢ information on AILs, including routing and swept path assessments (SPAs); 

➢ general traffic management measures; 

➢ routing information; 

➢ off-site improvement works, including road widening, passing place improvements, signage / lining details 

and mitigation works to accommodate AILs; 

➢ contractor CTMP, prepared by Roadbridge (original CRWF contractor) which focuses primarily on the 

management of construction vehicles and staff while on the site; 

➢ off-site improvement works, swept path assessments (SPAs) and an emergency response plan; and 

➢ an emergency response plan.  

Within the Scoping Response prepared by THC, reference to the existing CTMP, the following comment has 

been made: 

“A detailed Construction Traffic Management Plan has been agreed. In the main the approach for the existing 

development has worked reasonably well. However, some wear and tear work to the public road above the 

initial mitigation has been required. A similar approach for the extension appears acceptable.” 

Furthermore, discussions with the area roads engineer for the Caithness and Sutherland area within THC have 

also confirmed that the works undertaken in relation to the management of construction traffic and the 

associated activities have generally been well received and no major issues highlighted. This is further 

supported by the monthly Planning Monitoring Officer (PMO) reports submitted by Natural Power to THC to 

provide monthly updates on the compliance or otherwise with planning conditions. This includes planning 

condition 15, which related to the CTMP whereby no major issues were reported.  

Based on the above, it would therefore be proposed to use the CTMP for the existing CRWF for the proposed 

development , implementing those measures already agreed.  

8.1.2 Off-site Mitigation Works and Road Review 

Road widening works were undertaken as part of the package of off-site mitigation works on the A836 for the 

existing CRWF. A site visit undertaken on 31 January 2023 to confirm the condition of these works and the 

general condition of the carriageway given that the majority of construction works associated with the CRWF 

have been completed at this time.  

The site visit and review of the A836 has confirmed the following: 

➢ the road widening and associated works remain in place; 

➢ Dalnessie Estate access junction widening works remain in place; 

➢ Forestry Land Scotland Haul Road junction widening works remain in place; 
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➢ the section of carriageway between Dalchork substation access junction through to the Dalnessie Estate 

access junction, is showing signs or wear, with potholes on the carriageway and areas of widening. In 

addition, at locations where widening has been constructed, there are sections with damaged carriageway 

edging; and 

➢ those off-site mitigation works currently in place for general construction activities are of a sufficient scale to 

accommodate the works associated with the proposed development . No additional works are considered 

necessary out with general maintenance works.  

Examples of the existing mitigation works, and general road condition can be seen in Figure 8 to 13 below.  

Figure 8 A836 Existing Carriageway Condition 
(location – Dalchork substation access) 

 
 

Figure 9 A836 Existing Carriageway Condition 
(location – 850m north of Dalchork substation) 

 
 

Figure 10 A836 Existing Carriageway Condition 
(location – 2km north of Dalchork substation) 

 
 

Figure 11 A836 Existing Carriageway Condition 
(location – Dalnessie estate access junction) 

 

Figure 12 A836 Existing Carriageway Condition 
(location – FLS access junction) 

 

Figure 13 A836 Existing Carriageway Condition 
(location – CRWF Site access junction) 
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Works in relation to removing the temporary widening and associated works has yet to be undertaken. Previous 

discussions with THC and as highlighted within the CTMP advised that all temporary widening works would be 

reinstated by covering with topsoil and reseeding, following completion of the AIL deliveries. This has not been 

possible at this time due to the time of year and weather conditions; however, the Applicant remains committed 

to undertaking these work.  

Recent discussions with the area roads engineer at THC have indicated that their preferred approach to these 

works would be as follows:  

➢ remove widening works, reinstating carriageway to original condition and width, from the FLS junction 

(northern by-pass route junction) to the wind farm site access. Areas of widening to be covered with topsoil 

and reseeded; and 

➢ retain widening works between Dalchork substation access junction through to the Dalnessie Estate access 

junction, for use by the proposed development  (subject to obtaining planning consent) and neighbouring 

schemes, for example Strath Tirry Wind Farm.  

The Applicant has confirmed their willingness to work with THC regarding the above and would welcome further 

discussions in this regard, including agreement on on-going maintenance of any retained areas of widening or 

other mitigation works by others, until such time as the proposed development  is granted planning consent.  

8.1.3 Wear and Tear Agreement 

THC may require an agreement to cover the cost of abnormal wear and tear on the A836. There was a 

requirement for this to be included within the original CRWF, with the A836 included from the site access 

junction to its junction with the A839 in Lairg. 

If required by THC, video footage of the pre-construction phase condition of the abnormal loads access route 

and the construction vehicles route would be recorded to provide a baseline of the state of the road prior to any 

construction work commencing. This baseline would inform any change in the road condition during the 

construction phase of the proposed development . Any necessary repairs would be coordinated with THC. Any 

damage caused by traffic associated with the proposed development , during the construction phase that would 

be hazardous to public traffic, would be repaired immediately. 

There are a number of other development schemes in the area, either under construction or in the planning 

system, which will use sections of the A836 prior to the proposed development  being constructed. It would 

therefore be proposed that the baseline for any wear and tear agreement would be the condition of the road at 

the commencement of the construction works for the proposed development . Any mitigation works required 

post-construction would only be required to return the road to its pre-construction condition.    

Any damage to road infrastructure caused directly by construction traffic would be made good, and street 

furniture that is removed on a temporary basis would be fully reinstated. 

There would be a regular road edge review and any debris and mud would be removed from the public 

carriageway to keep the road clean and safe during the initial months of construction activity. 

8.2 Abnormal Load Management Plan 

There are a number of traffic management measures that could help reduce the effect of abnormal load 

convoys.  

All abnormal load deliveries would be undertaken at appropriate times (to be discussed and agreed with the 

relevant roads authorities and police) with the aim to minimise the effect on the local road network. It is likely 

that the abnormal load convoys would travel in the early morning periods before peak times while general 

construction traffic would generally avoid the morning and evening peak periods. 
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The majority of potential conflicts between construction traffic and other road users will occur with abnormal 

load traffic. General construction traffic is not likely to come into conflict with other road users as the vehicles 

are smaller and road users are generally more accustomed to them. 

Potential conflicts between the abnormal loads and other road users can occur at a variety of locations and 

circumstances. The main potential conflicts are likely to occur: 

➢ on the B9175, A9, A839 and A836 where the loads may straddle the centre line, where fast moving 

oncoming traffic may be encountered, etc.; 

➢ within Lairg town centre where loads turn from the A839 onto the A836; 

➢ where traffic turns at a road junction, requiring other traffic to be restrained on other approach arms; and 

➢ in locations where high speeds of general traffic are predicted. 

Advance warning signs would be installed on the approaches to the affected road network. Information signage 

could be installed to help assist drivers and an example is illustrated in Figure 14. Flip up panels (shown in 

grey) would be used to mask over days where convoys would not be operating. When no convoys are moving, 

the sign would be bagged over by the Traffic Management contractor. 

Figure 14 Example Information Sign 

 

This signage will assist in helping improve driver information and allow other road users to consider alternative 

routes or times for their journey (where such options exist). 

The location and numbers of signs would be agreed post consent and would form part of the wider Traffic 

Management Proposal for the project. 

The Abnormal Load Transport Management Plan would also include: 

➢ procedures for liaising with the emergency services to ensure that police, fire and ambulance vehicles are 

not impeded by the loads. This is normally undertaken by informing the emergency services of delivery 

times and dates and agreeing communication protocols and lay over areas to allow overtaking; 

➢ a diary of proposed delivery movements to liaise with the communities to avoid key dates such as local 

events;  

➢ a protocol for working with local businesses to ensure the construction traffic does not interfere with 

deliveries or normal business traffic; and 

➢ proposals to establish a construction liaison committee to ensure the smooth management of the project / 

public interface with the applicant, the construction contractors, the local community, and if appropriate, the 

police forming the committee. This committee would form a means of communicating and updating on 

forthcoming activities and dealing with any potential issues arising. 

8.3 Public Information 

Information on the turbine convoys would be provided to local media outlets such as local papers and local 

radio to help assist the public.  
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Information would relate to expected vehicle movements from the port of entry through to the site access 

junction. This will assist residents becoming aware of the convoy movements and may help reduce any 

potential conflicts. 

The applicant would also ensure information was distributed through its communication team via the project 

website, local newsletters, and social media. 

8.4 Convoy System 

A police escort would be required to facilitate the delivery of the predicted loads. The police escort would be 

further supplemented by a civilian pilot car to assist with the escort duty. It is proposed that an advance escort 

would warn oncoming vehicles ahead of the convoy, with one escort staying with the convoy at all times. The 

escorts and convoy would remain in radio contact at all times where possible. 

The abnormal loads convoys would be no more than three AILs long, or as advised by the police, to permit safe 

transit along the delivery route and to allow limited overtaking opportunities for following traffic where it is safe 

to do so. 

The times in which the convoys would travel will need to be agreed with Police Scotland who have sole 

discretion on when loads can be moved. 

8.5 Operational Phase Mitigation 

Site entrance roads will be well maintained and monitored during the operational life of the proposed 

development . Regular maintenance will be undertaken to keep the site access track drainage systems fully 

operation and to ensure there are no run-off issues onto the public road network. 
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9 Summary & Conclusions 

Pell Frischmann Consultants Limited has been commissioned by ERG UK Holding Limited to provide a 

Transport Assessment for the proposed extension to Creag Riabhach Wind Farm (CRWF), located to the north 

of Lairg, Sutherland. 

The site will be accessed from the existing CRWF site access junction located on the A836, to the south of 
Vagastie Bridge. 

Existing traffic data established a base point for determining the impact during the construction phase and was 
factored to future levels to help determine the effect of construction traffic on the local road network. 

The construction traffic would result in a temporary increase in traffic flows on the road network surrounding the 
proposed development . The maximum traffic effect associated with construction of the proposed development  
is predicted to occur in months 10 to 13 and 17 to 19  when there will be a total of 30 journeys per day. In months 
10 to 13 this will be made up of 10 HGV journeys and 20 car / LGVs, while in months 17 to 19 this will be made 
up of 8 HGV journeys and 22 car / LGVs. 

A series of mitigation measures and management plans have been proposed to help mitigate and offset the 
impacts of both the construction and operational phase traffic flows. 

No link capacity issues are expected on any of the roads assessed due to the additional movements associated 
with the proposed development . The effects of construction traffic are temporary in nature and are transitory. 
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